Ecoclean 202

PRODUCT DESCRIPTION
Last revision date: 2026-07-14

Alkaline non-foaming detergent with sodium hypochlorite.

Ecoclean 202:

o suitable for cleaning surfaces commonly found in the food and beverage industry;

e suitable for cleaning milking equipment and milk lines;

e acombined cleaning agent designed for CIP and spray cleaning applications;

e quickly removes organic deposits, stubborn protein residues, resins, and carbonized deposits;

e can be used at elevated temperatures;

e non-foaming and easy to rinse off;

e when used as directed, it does not damage stainless steel, concrete, ceramic tiles, or other ceramic surfaces;

o particularly suitable for cleaning tanks, pipelines, tankers, fruit presses, evaporators, coolers, and various

types of containers.

Product composition

Submitted in safety data sheets.

Instructions for use

Apolication Recommended Temperature. °C Contact time,
PP concentration, % P ! min
Coolers and pipelines 1.0-3.0 70-80 20-30
Presses, tanks, and mixers 1.0-3.0 60 — 80 20 - 30
Storage tanks, pipelines, and plastic 05-10 5070 10— 20
containers
Milking equipment, milk lines 08-15 50-70 10-20

After cleaning, all surfaces must be thoroughly rinsed with potable water.

Information on a safe use

Wear protective gloves, protective clothing, and eye/face protection. Store in the original, tightly closed container in
a dry, well-ventilated area. Do not store together with acids. Keep containers tightly closed. Store at temperatures
between 0°C and +20°C. Ecoclean 202 is not suitable for use on light metal surfaces such as aluminium and zinc. In
case of uncertainty, it is recommended to test Ecoclean 202 on the specific metal surface before prolonged use.

Methodology for determining the concentration

Submitted separately
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Physical and chemical properties

State of aggregation
Color

Odor

pH, 1 %, 20-25°C
pH, 100 %, 20-25°C

Realtive density, g/lcm?, 20°C

Expiry date

Liquid

Clear, yellowish
Characteristic (chlorine)
12,0-12,8

13,5-14,0

1,21-1,24

6 months from the date of manufacture.
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